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1.a

An extensive quality control, from the basswood used - harvest and 
processed in North America - to milling, finishing and packaging, 
guarantee you receive a flawless product.

We offer a full line of regular and specialty shaped shutters all at an 
extraordinary value

8 paint and 12 stain colors in our standard assortment give you 
many choices but if this is not enough, you also have the option 
to order custom paint color or stain.

Products are manufactured in less than two weeks and will be in your 
hands within a total of 5 -6 weeks.
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1.b Shutter Basics



2. How to measure, pick 
frame type and louver size

a) Squareness and width/height

b) Measuring with special wall conditions

c) Mounting options and Frame Selection

d) L-Frame specifications

e) Z-Frame specifications

f) Direct mount

g) Number of frame sides

h) Louver size/type

i) Louver clearance
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1 First, find the diagonal measurement of the window opening. Two 
measurements need to be taken, if the difference between the two 
measurements is greater than 1/8ò, either an outside mount or an inside 
mount with Z - frame is recommended.

2 Next, measure the window width and height in three places.

3 For inside mount, use the smallest of the three measurements to 
determine the width and height; for outside mounting, use the largest of the 
three measurements to determine the width and height.

2.a Window Measurement



7

2.b Measuring with Special Wall Conditions

Consider the maximum frame to frame size when measuring for special 
wall conditions.

For inside mount, measure 

from the flat surface on the side;

For outside mount, measure 
from the flat surface on the wall;

Window with Rounded Edges

Corner Side -by -Side Obstruction
For special wall conditions, provide the measurement of the specific 

obstacle and select the appropriate frame style and mounting option 
based on these constraints.
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2.c Frame Selection and Mounting Options

Outside 

Mount

Choice 1

L Deco 

Frame

Choice 2

L Frame

Possible but not 

recommended-

Hang Strip

Inside 

Mount

Choice 1

Z Frame

Choice 2

Hang 

Strip

Possible but not 

recommended-

L Frame

Outside 

Mount

Inside 

Mount

Choice 2

L Deco 

Frame

Choice 1

L Frame

Possible but not 

recommended-

Hang Strip

Choice 1

Z Frame

Choice 2

Hang 

Strip

Possible but not 

recommended-

L Frame

2ζInside mount: the shutter is 
mounted inside of the window 
opening

1ζOutside mount: the shutter is mounted 
outside of the window opening



Deco 2ò

2.d L Frames 

L Deco Frames

Deco 3ò

L Bull nose L II
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Z- Beaded Z- Bull Nose                 Z - Deco

Z- Crown Frame

2.e Z Frames 
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2.f   Direct Mount
Four light blocks are provided.

Two methods of measurement χ
ï Window Size: measure the width and height of the window opening and take 

appropriate deduction to panel size

ï Maximum Frame - to - frame Size: measure the maximum frame to frame width 
and take appropriate deduction of hinge gap


